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PRODUCT INFORMATION

Axis-686 Differential Pressure Decay Leak
Tester Twin Channel 
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Axis-686 Leak tester is a Double station leak detection system and specially
manufacturing for Detecting micro leaks at low pressure and High-Pressure leak
detection system with double station. Pneumatic System operating cycle minimum
1,00,00,000 cycles, user friendly operating system. High accuracy Differential pressure
sensors are using 0.07% of FS at ±500pa, ±1000pa, ±2500pa, ±5000pa.

Axis-686: FEATURES 

Differential Pressure loss measurement: The procedure is based on comparison of
the pressures within the test part volume and within a reference volume. 
Fast 24bit A/D converter Real-Time processing of the measurement signal.
Testing Pressure Range Pressure Sensor: -1-0bar, 0-0.1bar, 0-1bar, 0-7bar, 0-10bar,
0-16bar above 10bar is customized.  
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Measuring Range Differential Pressure Sensor: ±500pa, ±1000pa, ±2500pa,
±5000pa 
Mechanical or Electronic Regulator Range -1-0bar, 0-1bar, 0-7bar, 0-10bar. Above
10bar is customized.
Up to 32 programs * 2. 
7’’ Color Touch Display. 
Calibration Leak port.
Auto Zero Calibration. 
Data logging standard USB port. 
Up to 60,000 data storage. 

TEST TYPE 

Unit: pa, pa/s, mbar, psi, bar, kpa and customized. 
Differential Pressure Leak Rate Method 
Differential pressure Leak Standard 
Tube Test 
Medical Component 
EV Battery pack test 

COMMUNICATION 

Rs232 Communication data storage 
IO connector 
10 inputs and 3 outputs with up to 5 programming bits 
Expandable download USB port 
Firmware updating port 
Options: Ethernet/IP, profinite

-1 bar, 200 mbar, 1 bar, 6 bar, 10 bar, negative gauge pressure and positive gauge
pressure ranges can be combined, (e.g. 1 bar / +1 bar), other pressure ranges on request. 
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NOTE: This information corresponds to the current state of knowledge. SPLTA reserves the right to make technical
changes. Liability for consequential damage resulting from the use of SPLTA products is excluded.

POWER SUPPLY

 230VAC/50Hz

TEMPERATURE

 Operating Temperature: 10°C - 45°C

AIR SUPPLY 

Clean, dry, non-corrosive gasses 
Test pressure: (-1-0, 0-1, 0-7, 0-10, 0-16) bar. Above 10 bar is customized 

APPLICATIONS 

Medical applications 
Sealed components 
Automotive 
Domestic application 
Electric and Electronic components 
Tubes

SPECIFICATIONS 

Dimensions: (WxHxD) 340x350x462mm 
Weight: 20kg 
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NOTE: This information corresponds to the current state of knowledge. SPLTA reserves the right to make technical
changes. Liability for consequential damage resulting from the use of SPLTA products is excluded.

Pneumatic Connections 

input (compressed air supply): 
6 mm plug-in fitting 
Port for test part: 6 x 1 mm fitting, 6 mm clamping ring (option) 

Scope of delivery

Special packaging, power cord, documentation and calibration certificate, including
cable for inputs and outputs (PLC- communication), spare sealing caps and spare caps
for union nuts coupling or spare clamp rings. 

EV vehicle battery pack 
Mobile Phone 
Watch 
Home applications 

Calibration and calibration certificate 

Axis-686 Differential Pressure Decay Leak Tester Twin Channel will be delivered free
of charge with calibration certificate according to DIN EN ISO/IEC 17025.

Warranty

1 years in case of yearly maintenance, optional prolongation to 3 years.


